STANDARD CABLE TIES

Available in lengths from 4” up to 48",
with loop tensile strengths ranging from 18 Ibs to 250 Ibs

Mil-Spec certified and listed on the Qualified Products List
Approved to the highest UL classifications

Three-tooth pawl design locks tie in 3 places along serrated side
offering the highest strength possible

Stay tab maintains closed loop without locking

MINIATURE CABLE TIES - 18 Ib

Bundle | Tensile | Operating
Length Width | Thickness | Diameter | Strength | Temp. °F Plenum | Per | Per
Part Number | Color | Material | Inch/mm | Inch/mm | Inch/mm | Inch/mm Ib./n. | Min./Max. | MIL-SPEC | UL CSA | Rating | Bag | Case

AL-04-189-C | Natural | Nylon 66 | 4.12/104.77 | 0.09/2.41 0.04/1.06 0.87/22.22 18/80 4010 185 | MS3367-4-9 | Type 21 | Type 21| AH-2 100 | 10,000

AL-04-18-9-M | Natural | Nylon 66 | 4.12/104.77 | 0.09/2.41 0.04/1.06 0.87/22.22 18/80 -40t0 185 | MS3367-4-9 | Type 21 | Type 21| AH-2 | 1,000 | 10,000

AL-04-18-0-C | UV Black | Nylon 66 | 4.12/104.77 | 0.09/2.41 0.04/1.06 0.87/22.22 18/80 4010 185 | MS3367-4-0 | Type 21 | Type 21| AH-2 100 | 10,000

AL-04-18-0-M | UV Black | Nylon 66 | 4.12/104.77 | 0.09/2.41 0.04/1.06 0.87/22.22 18/80 -40t0 185 | MS3367-4-0 | Type 21| Type 21| AH-2 | 1,000 | 10,000

AL-06-18-9-C | Natural | Nylon 66 | 6.18/157.14 | 0.09/2.41 0.04/1.06 1.5/38.10 18/80 -40 to 185 Type 21| Type 21| AH-2 100 | 10,000
AL-06-18-9-M | Natural | Nylon 66 | 6.18/157.14| 0.09/2.41 0.04/1.06 1.5/38.10 18/80 -40 to 185 Type 21| Type 21| AH-2 | 1,000 | 10,000
AL-06-18-0-C | UV Black | Nylon 66 | 6.18/157.14 | 0.09/2.41 0.04/1.06 1.5/38.10 18/80 -40 to 185 Type 21| Type 21| AH-2 100 | 10,000
AL-06-18-0-M | UV Black | Nylon 66 | 6.18/157.14| 0.09/2.41 0.04/1.06 1.5/38.10 18/80 -40 to 185 Type 21| Type 21| AH-2 | 1,000 10,000
AL-08-18-9-C | Natural | Nylon 66 | 8.18/207.94 | 0.09/2.41 0.04/1.06 2.18/55.55 18/80 -40 to 185 Type 21| Type 21| AH-2 100 | 10,000
AL-08-18-9-M | Natural | Nylon 66 | 8.18/207.94 | 0.09/2.41 0.04/1.06 2.18/55.55 18/80 -40 to 185 Type 21| Type 21| AH-2 | 1,000 | 10,000
AL-08-18-0-C | UV Black | Nylon 66 | 8.18/207.94 | 0.09/2.41 0.04/1.06 2.18/55.55 18/80 -40 to 185 Type 21| Type 21| AH-2 100 | 10,000

AL-08-18-0-M | UV Black | Nylon 66 | 8.18/207.94 | 0.09/2.41 0.04/1.06 2.18/55.55 18/80 -40 to 185 Type 21| Type 21| AH-2 | 1,000 10,000
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AL-14-120-9-C | Natural | Nylon 66 | 14.82/376.63 | 0.30/7.62 0.07/1.93 | 4.06/103.12 | 120/534 -40to 185 | MS3367-3-9 | Type 21S | Type 21S | AH-2 100 | 2,000
AL-14-120-9-L | Natural | Nylon 66 @ 14.82/376.63 0.30/7.62 0.07/1.93 | 4.06/103.12 120/534 -40to 185 | MS3367-3-9 | Type 21S | Type 21S | AH-2 50 | 2,000
AL-14-120-0-C | UV Black | Nylon 66 | 14.82/376.63 | 0.30/7.62 0.07/1.93 | 4.06/103.12 | 120/534 -40to 185 | MS3367-3-0 | Type 21S | Type 21S | AH-2 100 | 2,000

AL-14-120-0-L | UV Black | Nylon 66 | 14.82/376.63 0.30/7.62 0.07/1.93 | 4.06/103.12 120/534 -40to 185 | MS3367-3-0 | Type 21S | Type 21S | AH-2 50 | 2,000

AL-18-120-9-L | Natural | Nylon 66 | 18.25/463.55 0.30/7.67 0.08/2.10 | 5.00/127.00 | 120/534 -40 to 185 Type 21S | Type 21S |  AH-2 50 | 1,000
AL-18-120-0-L | UV Black | Nylon 66 | 18.25/463.55  0.30/7.67 0.08/2.10 | 5.00/127.00 = 120/534 -40 to 185 Type 21S | Type 21S | AH-2 50 | 1,000
AL-24-120-9-L | Natural | Nylon 66 | 24.50/622.30 0.30/7.67 0.08/2.10 | 7.00/177.80 | 120/534 -40 to 185 Type 21S | Type 21S | AH-2 50 500
AL-24-120-0-L | UV Black | Nylon 66 | 24.50/622.30| 0.30/7.67 0.08/2.10 | 7.00/177.80 = 120/534 -40 to 185 Type 21S | Type 21S | AH-2 50 500

AL-30-120-9-L | Natural | Nylon 66 | 30.87/784.22| 0.30/7.67 0.08/2.10 | 9.00/228.60 | 120/534 -40to 185 | MS3367-6-9 | Type 21S | Type 21S | AH-2 50 500
AL-30-120-0-L | UV Black | Nylon 66 | 30.87/784.22| 0.30/7.67 0.08/2.10 | 9.00/228.60 = 120/534 -40to 185 | MS3367-6-0 | Type 21S | Type 21S | AH-2 50 500
AL-36-120-9-L | Natural | Nylon 66 | 37.12/942.9 | 0.30/7.67 0.08/2.10 | 11.00/279.40| 120/534 -40 to 185 Type 21S | Type 21S |  AH-2 50 500

AL-36-120-0-L | UV Black | Nylon 66 | 37.12/942.97 | 0.30/7.67 0.08/2.10 | 11.00/279.40 120/534 -40 to 185 Type 21S | Type 21S | AH-2 50 500

HEAVY DUTY CABLE TIES - 175 LB.

Bundle | Tensile | Operating
Length Width | Thickness Diameter | Strength| Temp. °F Plenum | Per | Per
Part Number | Color | Material Inch/mm Inch/mm | Inch/mm | Inch/mm | Ib./n. | Min/Max. | MIL-SPEC uL CSA | Rating Bag  Case

AL-24-175-9-L | Natural | Nylon 66 | 25.50/647.70 0.34/8.63 0.09/2.28 | 7.18/182.30 | 175/778 -40to 185 | MS3367-10-0 | Type 21* | Type 21 AH-2 50 500
AL-24-175-0-L | UV Black | Nylon 66 | 25.50/647.70 0.34/8.63 0.09/2.28 | 7.18/182.30 | 175/778 -40to 185 | MS3367-10-0 | Type 21* | Type 21 AH-2 50 500
AL-36-175-9-L | Natural | Nylon 66 | 37.25/946.15 0.34/8.63 0.09/2.28 | 11.00/279.40| 175/778 -40to 185 | MS3367-13-9 | Type 21* | Type 21 AH-2 50 500
AL-36-175-0-L | UV Black | Nylon 66 | 37.25/946.15 0.34/8.63 0.09/2.28 | 11.00/279.40| 175/778 -40to 185 | MS3367-13-0 | Type 21* | Type 21 AH-2 50 500
AL-48-175-8-L Gray Nylon 66 | 48.56/1,233.47| 0.34/8.63 0.09/2.28 |14.50/368.30| 175/778 -40to 185 | MS3367-16-8 | Type 21* | Type 21 AH-2 50 500
AL-48-175-9-L | Natural | Nylon 66 | 48.56/1,233.47 0.34/8.63 0.09/2.28 | 14.50/368.30| 175/778 -40to 185 | MS3367-16-9 | Type 21* | Type 21 AH-2 50 500

AL-48-175-0-L | UV Black | Nylon 66 | 48.56/1,233.47 0.34/8.63 0.09/2.28 |14.50/368.30| 175/778 -40to 185 | MS3367-16-0 | Type 21* | Type 21 AH-2 50 500
*Also rated UL 181B-C for HVAC.

EXTRAHEAVY DUTY CABLE TIES - 250 LB.

/ Bundle | Tensile | Operating
o Length Width | Thickness | Diameter | Strength| Temp. °F Plenum | Per | Per
/7 Part Number | Color | Material = Inch/mm | Inch/mm | Inch/mm | Inch/mm | Ib./n. | Min/Max. = MIL-SPEC | UL CSA | Rating Bag Case



